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                    Accoya Fact Sheet  

 

Accoya is a revolution in modified dimensionally stable wood, delivering remarkable levels of 
performance. A product made to last. Accoya wood is made by Accsys at its plant in Arnhem, in the 
Netherlands. 
 
Accsys transforms fast-growing, certified sustainable Radiata Pine into Accoya wood through its 
proprietary acetylation process. 
  
The result is a high performing product with sustainability credentials that exceed those of man-
made, intensely resource depleting and heavily carbon-polluting alternatives. 
 

Pre Coloured: Accoya Grey is an ultra-high performance cladding product that combines the beauty 

and benefits of 100% real wood, but without the drawbacks. Coloured through completely from 

surface to core, the gorgeous colour grey delivers a premium look and cladding that lasts. 

 

Sustainability: FSC Certified  

Accoya is one of the very few building products to have acquired Cradle to Cradle® Certification on 

the elusive Gold level. 

 

Durability (BS EN 335): Class 1  

Movement: Extremely Low Moisture Movement  

Density: 510kg/m3 @ approx. 3-5% M/C  

Typical Lengths: 2.4m, 3.0m, 3.6m, 4.2m & 4.8m 

Section sizes: Ex 22, 38, 50, 75mm x 22, 50, 75, 100, 125, 150, 175mm  

Stability: Very low shrinkage factor, superior to all other coniferous woods in its resistance to 

warping, twisting and checking  

 

Warranty: Warranted for 50 years above ground, surpassing even teak. Accoya gives you the peace 

of mind that your project will last for decades. 

 

Natural Fire Rating: Class D-s2, d0. In accordance with the SBI (single burning item) 

 

Fire Treatment: Can achieve EuroClass B with pressure impregnated fire treatment as an additional 

process if required. 
 

Weathering: Left uncoated, upon exposure to UV light the original colour begins to fade, and the 

wood becomes silver-grey.  

 

Coating: Accoya is a perfect timber to coat, with its stability film forming coatings can be selected if 

required from partners such as Teknos Coatings. 

 

Fixing: Stainless Steel fixings are always recommended. 


