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       Cape Cod Painted Timber Cladding Fact Sheet  

 

Cape Cod Timber Cladding is pre-coated, using Canadian Lodge Pole Pine.  No unnecessary 

application of coatings on site, the product is sealed on all sides applying the finest finish available; 

PPG Machine Applied Coatings, which is a 100% acrylic, breathable water-based paint.  

 

This top-quality finish is applied under strictly controlled factory conditions ensuring that the 

required thickness is applied over the entire surface of the siding. This system produces a uniform 

finish and maximum protection that cannot be achieved with field applied paint. 

 

From traditional horizontal rabbeted bevel, to vertical board and batten or sleek modern Euro 

channel, we offer a wide range of profile options to complement your home’s design and your 

personal taste. Trims and accessories will add beautiful architectural detail to your home. 

 

Sustainability: PEFC Certified  

 

Durability (BS EN 335): Class 3 

Movement: Low Moisture Movement  

Density: 465kg/m3 @ approx. 12-14% M/C  

Typical Lengths: Ranging 4-16ft, heavy to 12,14 & 16ft. Max 5% 4-6 ft. 

Section sizes: Ex 22, x 125, 150mm 

Stability: Once coated, movement of the boards are minimal 

 

Warranty: 15 year limited coating warranty on solid colour. 8 year limited warranty on semi 

transparent. 

 

Coating:  

A wide range of standard colours based on current trends and traditional favourites. If you have 

something specific in mind, our colour laboratory is fitted with the best technology for capturing 

your inspiration and ensuring it can be reproduced correctly, all applied as two coat 100% acrylic 

system on five sides, including one coat on the back. 

 

Fire Treatment: Not compatible with additional fire treatments. 
 

Fixing: Stainless Steel fixings are always recommended. 


