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Accoya Timber Cladding

Origin
New Zealand

Moisture Content
Approx. 3-5% M/C.

Lengths 
2.4m, 3.0m, 3.6m, 4.2m & 4.8m.

Can be finger jointed  for larger 

orders.

Density 
Approx. 510kg/m3.

Dimensions 
Popular: 25x100/150mm  

Available up to 200mm.

Movement 
Extremely Low Moisture 

Movement.

Sustainability 
FSC Certified

Gold Level Cradle to Cradle® 

Certification.

Durability 
In Use Class 3 application 

(BS EN 335:2013 - Durability 

of wood and wood-based 

Stability 
Very low shrinkage, superior 

resistance to warping, twisting 

and checking.

Accoya is a revolution in modified dimensionally stable wood, delivering remarkable levels of

performance. A product made to last. Accoya wood is made by Accsys at its plant in Arnhem, in the

Netherlands.

Accsys transforms fast-growing, certified sustainable Radiata Pine into Accoya wood through its

proprietary acetylation process.

The result is a high performing product with sustainability credentials that exceed those of manmade, 

intensely resource depleting and heavily carbon-polluting alternatives.
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What should I expect?

Warranted for 50 years above ground, surpassing 
even teak, Accoya gives you the peace
of mind that your project will last for decades.

Fire Treatment

Fire Treatment: Can achieve EuroClass B with pressure impregnated fire treatment as an additional
process if required.

Fixings

Stainless Steel fixings are always recommended.
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What else do I need to 
consider before I order?

Weathering: Left uncoated, upon exposure to UV light the original colour begins to fade, and the
wood becomes silver-grey.

Coating: Accoya’s enhanced stability makes it the ideal choice for applying film-forming coatings. Its 
reduced movement minimizes stress on the coating, significantly improving the coating’s performance 
and durability.


