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Everything you need  
to know about Douglas 
Fir Timber Cladding
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0121 772 5511  if there’s anything you need.

Douglas Fir Timber 
Cladding

Origin
Canada

Moisture Content
Approx. 16% - 18% M/C

Lengths 
3..05m – 4.88m  

(in 1ft increments).

Density 
530-650kg/m3

Dimensions 
Popular: 25x150mm

Available up to 200mm wide.

Movement 
Medium Moisture Movement.

Sustainability 
PEFC Certified

Durability 
In Use Class 3 application (BS 

EN 335:2013 - Durability of 

wood products)

Stability 
Slower grown trees mean more 

density and stability.

A species with exceptional strength, a warm colour, and can display a straight and fine grain, creating

an elegant and distinguished look. It is hard and resistant to abrasion, making it suitable for areas of

high footfall where other softer species may be prone to damage.
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Character 
Grade Kiln 
Dried (K/D)

Prime Grade 
Kiln Dried 

(K/D)

What should I expect?

Grades Available

Prime Grade Kiln Dried (K/D)

Character Garde Kiln Dried (K/D)

Fixings

 Stainless Steel fixings are always recommended.
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What should I expect?

Fire Treatment

Fire Treatment: Can achieve EuroClass B with pressure impregnated fire treatment as an additional
process if required.

The sapwood is light in colour and typically of narrow width. Whereas the heartwood ranges from 
yellowish to reddish-brown. Earlywood and latewood have a pronounced difference in colour, with 
latewood having darker, more sharply defined bands. This colour difference results in a distinctive grain 
pattern when flat-sawn. The wood has a fine to medium texture, straight grain, and is nonporous.
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What else do I need to 
consider before I order?

Weathering: Left uncoated, upon exposure to UV light the original colour begins to fade, and the wood 
becomes silver-grey. This weathered appearance is sometimes purposely sought by architects/ clients 
who want the softer, weathered tones of the board. 

Coating: Receives coatings and stains well, penetrative coatings recommended over film build to help 
the long term performance of the coating system.


